
ATTENTION ALL CONTRACTORS, BUILDERS AND
CONSTRUCTION PROFESSIONALS!

ARE YOU UP TO DATE ON THE LATEST BUILDING CODE REQUIREMENTS?

dundasjafine.com 

METAL RECESSED DRYER VENT BOX

NEW BUILDING CODE
M1502.3.1 Exhaust termination outlet and
passageway size.
The passageway of dryer exhaust duct terminals shall remain 
undiminished in size and must provide an open area of at least 
12.5 square inches (8,065 sq mm).

View the code at International Code Council's website.

Whether oval or round, the open area must be at least 
12.5 square inches.

The new code now mandates that the conduit through the termination hood must not diminish in size and must 
maintain at least 12.5 square inches of area. Understanding and complying with this regulation is crucial to ensure 
the safety and effi ciency of your building projects. By staying informed and adhering to these new regulations, 
you can demonstrate your commitment to upholding industry standards and providing high-quality, compliant 
construction solutions for your clients. Plus, by following these guidelines, you can avoid costly fi nes and delays.

• Provides a space saving solution for your dryer ventng
• Prevents dryer duct from being crushed  

• UL approved
• Includes installation inspection label

Why is this important? Terminations with smaller passageways can reduce energy effi ciency and create back 
pressure, leading to accelerated buildup.

CODE COMPLIANT
RIGHT OUT OF THE BOX

Take action now to review the new building code requirements and make 
any necessary adjustments to your construction practices. Your reputation 

and success in the industry depend on it!

Scan this QR code
to view our entire 
collection.

Others 12.5 sq.in

Ours 12.8 sq.in


